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The Industry’s Most Popular Trailer On-Board Scale Solution

LoadMaxx

Our highly accurate and durable LoadMaxx Plus® scale can be used as
a stand-alone trailer scale or as an important part of a full tractor/trailer
scale solution. When LoadMaxx Plus® is combined with LoadMaxx® tractor
scales, the system offers steer, drive and trailer suspension weights,
GVW and net payload data to a single in-dash display. By multiplexing
through the existing 7-way connection, pairing is automatic, without any
driver interaction.

Features

Easy-To-Install and Easy-To-Use for Owner Operators and Large Fleets

Trailer Drop and Hook Recognition - Automatically Displays Trailer Weight on
LoadMaxx® Equipment Tractor Displays Through the Existing 7-Way

Ideal for Heavy Haul: Up to 7 Trailer Scale Weights in a Single Heavy Haul
Configuration will Show Individually on In-Cab Display in Tractors Equipped the
LoadMaxx® Scales

Rugged, Icon-Based Touch Screen Display - Testing to Stringent SAE
Environmental Standards

Optional Audible Warning When Target Weight is Reached Plus Overweight Alarm
Pre-Calibrated for Most Popular 2 & 3 Axle Suspensions

PIN Protection Prevents Tampering After Calibration

Backed by Limited 3-Year Warranty

Designed, Manufactured & Supported in the USA

Visit our
website

for more
information
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DISPLAY
Icon-based touch-screen

CALIBRATION
Dual-point, PIN Protection

WEIGHTS
Measure each trailer axle group.

INTEGRATION
Integrate with Third Party
Telematics for In-Cab Display

ALARM (OPTIONAL)
Wire to external light: two outputs,
warning & target weights thresholds

OPERATING TEMPERATURE
-40°F (-40°C) To +185°F (+85°C)

ACCURACY
99+% - Air Suspension
97+%- Mechanical Suspension

LIMITED WARRANTY
3-Years, Made & Supported in USA

(888) 459-3444 | 7AM - 4PM Pacific M - F



